
2MASTER Gasholder on Platform 



u Two membrane constant-pressure gasholders are designed to store biogas made from

anaerobic digestion of organic waste and sludge.

u They are manufactured with biogas resistant polyester reinforced PVCmembranes seam

welded by high frequency electronic machines. The welding of the internal membrane

is made adding an Eco-Safe layer of pure PVCthat stops every porosity of the fibres to

the biogas.



u The 2MASTERsystem on Platform is

made with a single upper membrane,

pressurized by an air fan 24 hours a

day to give a pneumatic push on the

inner biogas chamber, keeping the

biogas chamber at a prefixed and

constant positive pressure.

u This system has a cylindrical shape

and it is completely made, tested

and assembled in our factory, ready

to be delivered .



MAIN FEATURES

u The 2MASTERsystem on Platform is

suggested for a storage volume no

greater than 250m3, giving the

possibility to move it where

necessary.

u Itõseasy to transport and to install

on site without any extra testing .

u It can be placed on every kind of

surface.



MAIN COMPONENTS

u Platform:

Movable steel platform, 12m x 2,5m, equipped with beams with feet and bands.



MAIN COMPONENTS

u Anchorage System:

Our anchorage system is made in house with

specially designed stainless steel anchoring plates

that together with the action of the anchoring bolts

manufactured by Hilti keep the membrane fixed on

the platform .

This well proven system with hundreds of

installations done is able to keep the stressesacting

from the membrane in any weather and pressure

scenario.

To achieve the perfect gas sealing there are special

butyl made gaskets and silicon sealant that secure

the gas tightness on the perimeter of the gasholder.



u Centrifugal Air Fans:

Our air fans are carefully selected only from the

best suppliers and only in EXclass execution .

The air flow is chosen to secure the perfect gas

pressurization while also keeping washed the air

volume between the gas and the outer

membrane to reduce the risk of minimal gas

mixtures .

They are furnished always with stainless steel

made check valve that secures the maintenance

of the pressure for enough time even during

temporary power shut off .

Itõspossible to arrange only one blower

functioning 24h, or two blowers (one duty-one

stand by) with electrical panel useful to switch

from one to another.


